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MD 70 (BESTGATE ROAD/ROWE BOULEVARD)
IS ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION

UTILITY LEGEND
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FLASHING
OPERATION

1) PHASES "ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

CONSTRUCTION DETAIL

®

PORO @ 90 PO OO

INSTALL 10 FOOT BREAKAWAY PEDESTAL POLE AND BASE, PEDESTRIAN
SIGNAL HEADS, PUSHBUTTON AND RiO-4(I) "PUSH BUTTON TO CROSS
ROWE BOULEVARD... " SIGN. ‘

(NOTE: ONE (1) 3~INCH SCHEDULE 80, 90-DEGREE CONDUIT BEND).

INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT-TRENCHED.

USE EXISTING SIGNAL POLE. INSTALL PEDESTRIAN SIGNAL HEADS, PUSHBUTTON
AND RI0O-4() *PUSH BUTTON 7O CROSS ROWE BOULEVARD..." SIGN.

RIGHT OF WAY LINE

ABANDON EXISTING LOOP DETECTOR.

INSTALL 6'x30’ QUADRUPOLE TYPE (3-6-3) L
IN /4 INCH FLEXIBLE TUBING.

REMOVE EXISTING PAVEMENT MARKING.

INSTALL 12 INCH HEAT APPLIED WHITE PERMANENT PREFORMED
THERMOPLASTIC PAVEMENT MARKING FOR CROSSWALK LINE.

INSTALL 24 INCH HEAT APPLIED WHITE PERMANENT PREFORMED
THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.

USE EXISTING CONDUIT.

OOP DETECTOR _ENCASED @ ADJUST EXISTING HANDHOLE TO GRADE

I
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RIGHT OF WAY LINE

GENERAL NOTES

2) PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.‘

{.ALL PROPOSED PAVEMENT MARKINGS ARE TO BE INSTALLED IN
ACCORDANCE WITH SHA AS WELL AS CURRENT MUTCD STANDARDS.
- Z.EXISTING WIRING NOT DETAILED SHALL REMAIN IN PLACE UNLESS

- 3.ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN O

OTHERWISE NOTED.

N THESE

PLANS ARE SCHEMATIC AND ARE NOT TO BE CONSIDERED 7O BE

COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING

ALL UTILITY COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL
UTILITIES MAY BE LOCATED IN THE FIELD.IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC

SIGNAL EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE

APPROPRIATE PROJECT ENGINEER IMMEDIATELY.
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